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Thermal Properties:

All the information described in this literature were colected based on tests made by Eletrisol in order to measure the product performance, efficacy and
security. However, we do recommend to our customers to proceed with all the necessary tests in order to ensure that it fits your specific application.

Applications:

LAMINATE HGW 2372

Epoxy laminate reinforced with glass fabric, possessing excellent mechanical and electrical properties and low water
absorption. Our machining area can produce parts from drawings or samples, according to a customer’s technical
specifications. DIN 7735 - NEMA G10 - ISO 1642.

Wedges, shim, barriers, supports, skid block, pole collar, threaded rods and nuts, general pieces for industries: transformers,
generators, motors, electronic devices, etc. Our machining area can supply machined components, from drawings or
samples, according to a customer’s technical specifications.

BTE 032

Physical Properties:

Mechanical Properties:
Flexural strength 23º

Flexural strength 155º

Tensile strength

Compressive strength perp.
Compressive strength parallel

>415N/mm2ISO 178

>175

ISO 527-4

N/mm2

>250N/mm2

ISO 604 N/mm2

N/mm2 >150
>500

ISO 178

ISO 604
Impact strength

Splitting load

ISO 179 kJ/m2

N >2500

>150

DIN 53463

ISO 1183 g/cm3Specific weight 1.7 – 2.0

Electrical Properties:

Dielectric strength perpendicular >40KV/3mmIEC 60243-1
Dielectric strength parallel >40KV/25mmIEC 60243-1

IEC 216 ºC

Thermal class

Time/temperature limit 130

BIEC pub.85 Class

General Dimensions:

Width (max.)

Thickness

Dimensional tolerance according ASTM D 709
Colour and the others sizes out standard, request commercial department.

mm

mm
1080

0.2 - 50

2200
mm

Length


